Livestock Management Standards – A Systematic Risk Assessment 
Sample Template for Land Transport Standards

Pig transport specific standards


Date of Assessment: ………………..   Name of person completing assessment: ………………………………………………
Livestock activity: ……………………………………………. ……               

(eg Commercial livestock carrier, Livestock producer - Pig, Saleyard)
Prescribed livestock management Standard:  Land Transport Standards – Pig specific standards  
Refer to the general standards template for a risk assessment of the general land transport standards (SA 1 to SA 6)
	Standard (list by number (eg SA 2.1) with or without adding the standards or abbreviated version.
	Relevant to my livestock activity? 
Yes / No
	Risks to animal welfare and/or biosecurity?

 (list any risks)
	Control measures to minimise animal welfare risk and to ensure compliance with the standard

	SB 9.1 Time off water must not exceed the periods given in the standards (refer to the applicable times in the standard)

	
	
	

	SB 9.2 Journey time may be extended to 72 hours only under the following conditions:

i) pigs must have access to water and food on the vehicle within every 24 hours; and

ii) there must be space for all pigs to lie down; and

iii) pigs must be assessed regularly to be fit for the remainder of the intended journey; and

iv) pigs must be provided with water, food and rest for 24 hours before starting another journey.


	
	
	


	Standard (list by number (eg SA 2.1) with or without adding the standards or abbreviated version.
	Relevant to my livestock activity? 
Yes / No
	Risks to animal welfare and/or biosecurity?

 (list any risks)
	Control measures to minimise animal welfare risk and to ensure compliance with the standard

	SB 9.3 If pigs have been off water for the maximum time permitted, they must be provided with water, food and rest for 12 hours before starting another journey. 


	
	
	

	SB 9.4 Electric prodders must not be used during the loading, transport and unloading of pigs except where:

i) other reasonable action to cause movement have failed; and

ii) individual pigs weigh 60 kgs (live weight) or more; and 

iii) there is reasonable risk to the safety of the driver or the pig(s).
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